STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

Locking edge rail —

A= L - == Conltinuous strip seal
075()0/;1// nrin & Sirip seal

i

//}

Top of Concrete
>~ Wearing Surfﬂcew

/
/ I I Place b ¢ x 67 granular or

T6” ¢ holes al 4°-0" cts. for %7 ¢

ESCA

CONSULTANTS, INC.

bolts. All bolts shall be burned, sawed.
or chipped off flush with the plates

of the Std. Specs.,
after forms are removed, typ. ! " ¢

automaticaliy end welded ar

. -0 gif. cis.
Inside Face 2" End of PPC

Abutment Backwall ™ af 50° F " Deck Beam

SECTION THRU STRIP SEAL JOINT
FOR OVERLAY OVER DECK BEAMS

* Omit weld al seal opening.

LOCKING EDGE RAIL LOCKING EDGE RAIL SPLICE

solid Tlux Tilled headed studs
conforming to Article 1006.32

moute wo. | secrion counry Sk ST SHEET NO. [/
£
/'ig LERR-1 HAMILTON 73 &8 17 SHEETS
[FTSYSUPREVRE P p———

78027

GENERAL NOTES

The strip seal shall be made continuous and shall have
a minimum thickness of 4. The configuration of the
strip seal shall match the configuration of the Locking
Edge Rails.

The height and thickness of the Locking Edge Rails shown
are minimum dimensions. The actual configuration of the
Locking Edge Ralls and matching strip seal may vary from
manufacturer to manufacturer. Flanged edge rails will not
be allowed.

Locking Edge Rails may be spliced at slope discontinuities
and stage construction joints.

The manufacturer’s recommended installation methods
shall be followed,

All Steel components shall be galvanized after fabrication
acecording to Article 520.03 of the Standard Specifications.

BILL OF MATERIAL

Item Unit Quantity

Preformed Joint Strip Seal Foof 94

STRIP SEAL EXPANSION JOINT
IL 142 OVER BEAR CREEK
FAP ROUTE 776 - SECTION 115BR-1
HAMILTON COUNTY
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